
Selection GuideADT 761
Model

Features 761-LLP 761-D 761-L 761-LA 761-M 761-MA 761-H 761-HA 761-BP 

Pressure Range -25 to 25mbar 
(-10 to 10 in H2O) 

-0.95 to 1bar 
(-13.5 to 15psi) 

-0.95 to7 bar 
(-13.5 to 100psi) 

0.05 to 8bar.a 
(1.2 to 115psi.a) 

-0.90 to 25bar 
(-13 to 375psi) 

0.1 to 26bar.a 
(1.7 to 390psi.a) 

-0.90 to 40bar 
(-13 to 600psi) 

0.1 to 41bar 
(1.7 to 615psi) 

100 to 
1200hPa 

Pressure 
Module 1 

-2.5 to 2.5mbar 
(-1 to 1 in H2O) 

-25 to 25mbar 
(-10 to 10 in H2O) 

-0.95 to2.5 bar 
(-13.5 to 35psi) 

0.05 to 3.5bar.a 
(1.2 to 50psi.a) 

-0.9 to 2.5bar 
(-13 to 35psi) 

0.1 to 3.5bar.a 
(1.7 to 50psi.a) 

-0.90 to 2.5bar 
(-13 to 35psi) 

0.1 to 3.5bar 
(1.7 to 50psi) 

100 to 
1200hPa 

Pressure 
Module 2 

-25 to 25mbar 
(-10 to 10 in H2O) 

-0.95 to 1bar 
(-13.5 to 15psi) 

0 to7 bar 
(0 to 100psi) 

0.05 to 8bar.a 
(1.2 to 115psi.a) 

-0.90 to 25bar 
(-13 to 375psi) 

-0.1 to 26bar.a 
(1.7 to 390psi.a) 

-0.90 to 40bar 
(-13 to 600psi) 

0.1 to 41bar 
(1.7 to 615psi) NA 
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